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Disclaimer

All data and information contained in or disclosed by this document is confidential and proprietary
information of UNISOC and all rights therein are expressly reserved. This document is provided for
reference purpose, no license (express or implied, by estoppel or otherwise) to any intellectual property
rights is granted by this document, and no express and implied warranties, including but without limitation,
the implied warranties of fithess for any particular purpose, and non-infringement, as well as any
performance. By accepting this material, the recipient agrees that the material and the information
contained therein is to be held in confidence and in trust and will not be used, copied, reproduced in whole
or in part, nor its contents revealed in any manner to others without the express written permission of
UNISOC. UNISOC may make any changes at any time without prior notice. Although every reasonable
effort is made to present current and accurate information, UNISOC makes no guarantees of any kind
with respect to the matters addressed in this document. In no event shall UNISOC be responsible or liable,
directly or indirectly, for any damage or loss caused or alleged to be caused by or in connection with the
use of or reliance on any such content.

Please refer to the UNISOC Documents in the UNISOC Deliverables for the use of the Deliverables.
Any loss caused by the modification, customization or use of the UNISOC Deliverables in violation of the
instructions in the UNISOC Documents shall be undertaken by those who conduct so. The performance
indicators, test results and parameters in the UNISOC Deliverables are all obtained in the internal
development and test system of UNISOC and are only for the reference. Before using UNISOC
Deliverables commercially or conducting mass production of the Deliverables, comprehensive testing and
debugging in combination with its own software and hardware test environment are pre-requisite.

UNISOC TECHNOLOGIES INC., Confidential and Proprietary
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1 Overview

1.1 ResearchDownload Introduction

1.1.1 Introduction

ResearchDownload is for developer to develop and debug and used to write the mobile
software into the mobile device through the serial port or USB. It supports downloading to
multiple mobile devices at the same time. Connect the mobile device correctly to the serial port
and switch it to boot mode, ResearchDownload will automatically start downloading. After
downloading into one mobile device is completed, manually replace the mobile device with

another, and ResearchDownload will automatically detect the mobile device and start

downloading again.

1.1.2 File Composition

ResearchDownload consists of the files described in below table :

Type

File

*.exe

ResearchDownload.exe

CmdDloader.exe

*.dll

BMAFrame10.dll

BMPlatform10.dll

Channel9.dll

PortHound.dll

ProcessFlow.dll

LiveUpdatesDLL.dIl

SecBinPack10.dll

Configuration file

ResearchDownload.ini

BMFileType.ini

BMError.ini

BMTimeout.ini

BMAConfig.xml




Channel.ini

MCPType.ini

ProcessFlowSetting.ini

PhaseCheck.ini

CmdDloader.ini

LiveUpdatesDLL.ini

SprdMes.ini

Resource file Rdl_bkmark.bmp

table 1.1 File Composition

1.2 Environment

1.2.1 Hardware environment

Hardware basic requirements

PC Memery 4G and above

PC hard disk 4G and above free space
PC USB Port At least one USB port
Cable Uart or usb cable

table 1.2 Hardware Configuration

1.2.2 Software environment

Before using the download tool, you must first install the download driver. The software

environment requirements are as follows:

Software ‘ basic requirements

oS Windows 7 and above
USB driver 2.0.0.131 and above

table 1.3 Software Configuration



2 Quick Start

2.1 GUI Descriptions
2.1.1 Main GUI

Launch ResearchDownload.exe , shows the main user interface ( “ResearchDownload —
R22.19.2601" and "“R22.19.2601" is tool version info , The version number will be continuously

upgraded, which is based on the actual tool interface. )

-
& ResearchDownload - R22.19.2601 =)o)

Pot | Step | staws | Progress | Time(s) |  MCPType IMEI | RateMBls) |

!|Ready NUM

photo 2.1 Main GUI

2.1.2 Toolbar

The function of each shortcut icon of the toolbar is as follows:

Icon Description

Select the downloading packet file

Set the downloading parameters

Al

Y

Start downloading




Stop downloading

(n

Version information

table 2.1 Toolbar

2.1.3 Status Area
The area below the toolbar is the status window, which is used to display the status of the port,

the status of the download, the result, etc.

Port | Step | Status | Progress | Time([s] | MCP Type IMEI Rate[MB/s] |
3 System Downloading... 22 — B67400020316612 Avg:4.82, Peak:11.50

photo 2.2 Status Area

Column Description
Port Port number
Step Current file name or operation
Status Current operation status

Download progress:

® Waiting indicates no mobile device is detected.
Progress * Inprogress indicates downloading is ongoing.
® This column turns green when downloading is

complete and red when an error occurs.

Time(s) Cost time (second), each download
MCP Type Show MCP Type info
IMEI Show device’ s IMEI info

Show download rate, Avg is the average rate,Peak is the
Rate[MB/s]

highest rate

table 2.2 Status Area



2.2 Quick Start
Stepl : Open pac file

Click " button and select a pac file.

Step2 : Set download parameter

Click “2/ button will show the bellow settings windows,

Download settings ﬁ
LCD Configure ] MCP Type ] Wol-Freq Tuming l Jart Part Switch ]

tain Page ] Optiohs ] Backup ] Flash Operaticrs ] Multi Languages ]

Port: | ~ | Baudrate: |‘|152IJD j
¥ Select All Filss Select Product: | PAC_s9863aTh10 |
FilelD FileMame | Basel | Size =
FOL1 E:ASprdT oolz\DebughS ourcerD ownloadshwinsA...  Ox3000
FOLZ E:ASprdT aals\DebughS ource D ownloadshwinhH . Ox3EFFFEOD
My _LTE E:ASprdT oolz\DebughS ourceD ownloadshwinhA... [ fiknwd O
Prodhi E:ASprdT oolz\DebughS ource D ownloadswinsF . prodiey 0=5
PhazeCheck. miscdata owl| =
ErazeJBOOT uboot 01
Eraze JBOOTLOG uboat_log O
SPL_LOADER E:ASprdT oolz\DebughSourceD ownload'winhA...  splloader
WEBMETA E:ASprdT oolz\DebughS ourcet D ownload'wintR...  wbmeta 01
todem_LTE E:ASprdToals\DebughS owrcehD ownloadywintR...  |_modem 01
Moderm_LTE_D... EASprdTools'\DebughS ourcehD ownloadywinsB... | delany 01
DSP_LTE_LTE E:ASprdT oolz\DebughS ource D ownloadswinsAB . [ ldzp 01
DSP_LTE_GGE  EASprdTools\DebughS ourcehD ownloadywinsF...  |gdsp O
DFs E:ASprdT oolz\DebughS ource D ownload'hwinhR...  pm_sys 01
GPS_GL E:ASprdT oals\DebughS ourceD ownload'hwinhH . gpeal 01
GPS_BLD E:ASprdT oolz\DebughS ourceD ownload'winhA...  gpebd 01
todem_WwWCH E 4S5 prdT oolz\DebughS ource D ownload'winsA . wenmodem g
[wl ROOT FASardT anlzt M1 ehnnsS norees D nsnlnadybafins B [tatald M ™
'l [T p

oy
I ENRE ..
i ] | Cancel | Facket

photo 2.3 Settings

Step3 : Start download



Click "=/ button , then will automatically detects the available serial port and start to

download.
Pot | Step | Status Progress | Time(s) | MCP.. | IMEI Rate[MBE/s]
N System Downloading... 39 — 867400020316612 Avg:8.72, Peak:14.05

photo 2.4 Downloading progress

Step4 : Completing download

The downloading result is displayed in the status window , Green is “Passed” ,Red is “Failed” .

Port

| Step | Status | Progress | Time(s] | McCP... | IMEI | Rate[MB/s]

UBOOTLoader Finish Passed 59s — 867400020316612 Avg:10.15, Peak:14.14

photo 2.5 download pass

Port Step Status Progress | Time(s) | McP... | IMEI Rate([MB/s]

FDL2 Unplugged Failed: User cancel 3s — — Avg:0.00, Peak:0.00

photo 2.6 download failed

Step5 : Stop download
Disconnect the mobile device from the serial port. In continuous downloading mode,

if there are more mobile devices to be downloaded, connect it to the serial port and

download tool automatically starts downloading again. Click = to stop download.



3 Operation Guide

3.1 Settings

Click = icon can enter settings windows

3.1.1 Main Page Setting

Select “Main Page” page ,Can enter the Main Page settings interface ,The Main Page Settings
window is used to set the parameters for the download, including the rate of the port, as well as
the files and download addresses to be downloaded. The interface description is shown in the

following table.

Element Description

Port drop-down list box Serial port setting

Baudrate drop-down list

box Baud rate setting

Select Product drop-down

, Product to be downloaded
list box

¢ FileName: Double-click this column to type
the file path or click ... to select the file.

File list diagram e Basel: downloading address

e Sizel: file size. Emtpy indicates that the
file size is automatically calculated by
ResearchDownload during downloading.

Select All File check box Select all the files.

Packet button Pack the downloaded files

table 3.1 Main Page settings
3.1.1.1 Port Settings

The Port drop-down list box lists all the usable serial ports. You can select one serial port or
All.
The baud rate can be 57600, 115200, 230400, 460800, or 921600. The default option is

115200. If you select the baud rate that not matches the mobile device, the serial port may not be



opened or downloading cannot be performed.

Part; [ Al j Bautrate; 450200 j

photo 3.1 Port Settings

3.1.1.2 Product Settings

The configuration file presets the available products and you can select the matched product

to determine the downloading addresses of files.

Select Product: | SC7702_DATACARD |

photo 3.2 Prodcut Settings

3.1.1.3 Select File

Check the files to be downloaded in the FileID column. Double-click the FileName column to

type the file path in or click ... to select the file.

FilelD | FileM arne Basel Sizel
FOL1 E:tests A0l bin - | 0=40000000

photo 3.3 Select Download File

@ Note :

The file name is ***.bin and is released with the program. Generally, the first FDL(1) and FDL2 (if

exist) and shall be downloaded. The FileName column cannot be null.

3.1.2 Options Settings

Select the "Options" tab in the settings window to enter the Options settings interface. The

related functions in this function page require FDL module to suport.



Download =ettings Iél

LCD Configure ] MCFP Type ] Yol-Freq Turning ] Idart Paort Switch ]
Main Page Dptians l Backup ] Flazh Operations ] Multi Languages ]
Optian

[v Repartition

[ Uart Download [ DebugMade

End aof download

[ Beset to Mormal [ Power OF

Fead Option

[ Read MCPF Type [ Read Chip UID

Check Option

[ Check Match [~ DDR Check [~ EMMC Check [ Self Refresh

[ Check Second Hand Memary

(] 4 | Caricel Packet

photo 3.4 Options Settings

3.1.2.1 Repartition
Just valid for Nand/EMMC Flash product, when write flash, this options must be checked ,
otherwise an "Incompatible partition" error will occur. If just read flash data to PC , Allow to not

select this option.



3.1.2.2 Keep Charge

Keep V-charge via USB cable.
3.1.2.3 Uart Download

Download via Uart cable.
3.1.2.4 Debug Mode

On/Off kernel log, when you select this option, after downloading ,device’ s kernel log will be
set level=7. If you want to close the kernel log, do not check this option, and select the
PhaseCheck download item in the Main Page. After re-downloading, the Kernel Log will be
automatically closed.
3.1.2.5 Reset to Normal

If select this option, device will be reset to normal mode after finish download
3.1.2.6 Power Off

If select this option, device will be power off after finish download
3.1.2.7 Read MCP Type

If select this option, download tool will read device MCP Type info and show in status area.
MCP Type info is Configured at MCPType.ini file.
3.1.2.8 Read Chip UID

If select this option, download tool will read chip uid info from device,
3.1.2.9 Check Match

This feature requires FLD2 support, it use for version check.
3.1.2.10 DDR Check

This option is used to implement DDR check after downloading FDL1 and requires FDL1

10



support.
3.1.2.11 EMMC Check

This option is used for download integrity checking of emmc type items and requires FDL2
support. After this function is enabled, for the uncompressed type of partition, after downloading,
FDL2 will automatically read out the downloaded partition contents in the process of verifying the

comparison to ensure the integrity of the downloaded data.

3.1.2.12 Self Refresh

This option is used to implement DDR self-refresh after downloading FDL1.this requires FDL1
support.
3.1.2.13 Check Second Hand Memory

This option is used for second-hand material inspection. It is only used for production line

download station. Default it is disabled.

3.1.2.14 Auto Comparison

This feature needs to be used in conjunction with the readflash feature in Flash Operations. ,
Automatically compare the read partition data with the original data of the corresponding
partition in the pac file , If the inconsistency will prompt "xxx partition data is abnormal.” error ,
If third-party comparison software information is configured, third-party comparison software will

be called to implement comparison function.

11



[ Auto Comparnison

Coni ina i .
|E:'\F'n:ugram Filez [«86%Eeyond Compare 3hBCompare. exe

photo 3.5 Auto Comparison

ul Descriptions

If select this oprion , Indicates whether the readback
Auto Comparison partition data will be automatically compared with the
corresponding partition in the original pac file.

This option is only valid if the Automatic comparison

Select the third-party comparison software | option is checked. Use third-party comparison
software to achieve comparison function

table 3.2 Auto Comparison settings

3.1.3 Backup Settings

Select the "Backup” tab in the settings window to enter the Backup settings interface.

12



T —— — ——— T——— ™
Download settings . _— — @
LCD Configure ] MCP Type ] Yol-Freg Tuming ] Uart Port Switch l
I ain FPage ] Options Backup ] Flazh Operations ] Multi Languages ]
M Iterm Backup
Backup Nyltem | ID -
+/[_[¥] Calibration
[Z] [ IMEI

+/[Z1[# TO_Calibration =
+|[C[#] LTE_Calibration OA05

+/[[¥ LTE_Cali_Bandl 0x3C4

+[[A[#] LTE_Cali_Band2 Ouas04

+[C3[#] LTE_Cali_Band3 0x3Ce

+ /[ [¥ LTE_Cali_Band4 03C3

+/[[A[#] LTE_Cali_Bands 0=3CA

+[C3[#] LTE_Cali_Bands 043CE

+/[ ][« LTE_Cali_Band? 0=3CC

+/[[#] LTE_Cali_Bands 0x3C0

+[[A[#] LTE_Cali_Band? 03CE

+/J[«] LTE_Cali_Band10 0x3CF

+/[ [ LTE_Cali_Bandii 0x300 S5
File: B ackup

D | BASE | sIZE |

MY _WwLTE |_firve 0=0

ProdhW prodry O=500000

FhaseCheck, mizcdata 07 00000

lTl Cancel Pack.et

photo 3.6 Backup Settings

3.1.3.1 File Backup

File Backup list backup partition , if it is selected, then download tool will backup those partition
3.1.3.2 NVItem Backup
NVItem Backup area list NV backup ID info , if select backup nv partition in File Backup ,
download tool will auto backup nv data. NV is raw binary data. It use NV Item ID to index the
data. Some import data and configure data is stored in the NV, such as RF calibration, IMEI, and
etc.. So when upgrade the software of SPRD devices, the download tool need to backup some of
NV Item ID' s data. The backup process is as below:

a. Read NV image data (dO) from the device

13



b. Find NV Item ID that need backup in the dO
c. Find NV Item ID that need backup in the NV image file (d1)
d. Replace the data found in d1 with data found in dO.
e. Download the merged d1 data to device.
3.1.3.3 Save file to local

If user select this option , Download tool will auto save back file to PC local, Backup file name will

include device’s SN info.

3.1.4 Flash Operations Settings
this settings is used for reading and erasing and write flash ,Select “Flash Operations” tab can enter

Flash Operations settings interface.

14



l 3 N
Download settings @

LCD Configure ] FMCP Type Wal-Freq Turming ] Uart Fart Switch ]
b ain Page ] Optiong l Backup Flagh Operations l uli Languages l
Fead Flazh
[ Active Read Flash [
5N | Base | Size File | -
0 Lfisreed Q200000 E:ASprdT oolshDebughS ourcelDownloadyintResearch.. |5
[ prodnw Q«R00000 E:ASprdT oolehDebughS ourcehDownload'Win'\Reszearch...
[0 miscdata Q100000 E:ASprdT oolshDebughS ourcehDownloadwin\Research...
[ splloader 0=FFFFFFFF E:A\SprdT ools'\D ebugiSource\DownloadywinhResearch...
[0 vbmeta 0=100000 E:A\SprdT ools'\D ebugiSource\DownloadywinhResearch...
[ vbmeta spst.. 0x100000 EASprdT oolshDebughSourcehDownload'win'\Research... =
Eraze Flagh
[~ Active Erase Flash
SM | Baze Size |
Wwiite Flazh
I~ Active white Flazh
5M | Base | File |
Eraze Flagh

[ Erasze Al Flash
Motice: Thiz operation will clear all data strored in the flazh including calibration.

aF. | Cancel Facket

photo 3.7 Flash Operation Settings

3.1.4.1 Read Flash

This function is used to read the partition data of the Flash in the mobile phone and save it to
the file on the PC side. After the pac file is loaded by default, the readback information
configuration is automatically generated according to the download sequence in pac. Check
"Active Read Flash" and check the partition you want to read. You can also customize the Flash
address, size, and saved file path. If you just read back the contents of the phone, in order to
ensure the integrity of the data back to the phone, you can not select the "Repartition” option in

the Options tab.

15



Element Description
Active Read Flash Active the read flash function
Active Erase Flash Active the erase flash function
Active Write Flash Active the write flash function
SN Serial Number, it have check or un-check state
Base The flash address or partition ID
Size Read size
File Save to local file path
Clear Clear the SN-Base-Size-File list
Erase All Flash To erase all flash; some products maybe not support.

table 3.3 Flash Operation Settings

3.1.4.2 Erase Flash

This function is used to erase the partition data of the Flash in the mobile phone , select
“Active Erase Flash” to active configuration, if erase all partition , size can set 0.

3.1.4.3 Write Flash

This function is used to write the file to the partition data of the Flash in the mobile phone,
Select “Active Writre Flash” to active configuration
3.1.4.4 Erase All Flash

This configuration item is used for erase all flash. This function is used cautiously and will
erase the entire flash data. If user set backup option, Read back the backup partition first, then
erase the entire flash
3.1.5 Multi-Language Settings

It is used to set the supported languages in NV file specially. You can double click the icon

ball to set default language(Red icon). If the NV file selected in the Main Page tab does not contain

16



multi-language information, the page will be empty. Select " Multi-Languages” tab can enter

Multi-Languages settings interface,

Download settings ﬁ

LCD Configure ] MCF Type ] YWal-Freq Tuming Uart Part Switch ]
tain Page ] [ ptiohs Backup ] Flash Operations Multi Languages

@ SimpleChinese

& TraditionalChinese
@ 2rabic

@ talay

& Portuguese

@ Thai

& Vietnameze

@ Urdu

@ Gujarati

& Unknown

[ Backup multi-language NV item Motice: Double click language icon to zet it default!

ak I Cancel Facket

photo 3.8 Multi-Language Settings

@Note :

“Multi-Language NV Item” option is used fir select to backup the multi-language NV item or

not , If the NV file is not set or included supported language information, this page will be empty.

17



3.1.6 LCD Configure Settings
It is used to set the supported LCD in PS or UserImg file specially. select “LCD Configure”

tab can enter LCD Configure settings interface.

Download settings x|

TS F'agel Mand flashl Ealibratinnl Flazh Dperatioml Multi Languages  LCD Configure

CJLCONAME_ILI_9325
CJ LCONAME_ILI_3320
LCDMAME_SPFD_5402

Ok I Cancel I Packet

photo 3.9 LCD Configure Settings

@Note :

If the PS or Userlmg file is not set or included LCD information, this page will be empty.

3.1.7 MCP Type Settings

This page is used to set if check the MCP type in downloading process. Check “Check MCP
Type” to check the MCP type if matched the checked MCP type if the list. The MCP types are
configured in the file MCPType.ini. You can add MCP types in this file. Select "MCP Type” tab can

enter MCP Type settings interface.

18



Download settings &
Main Page Options ] Backup ] Flash Operations ] Muilti Languages ]
LCD Configure Wal-Freq Tuming ] Uart Port Switch ]
[T Check MCF Type
ID[MID-DID-EID/MID-DID] | Description [
2CE 29066-64000000 -dkpage-224c0cb
(0] I Cancel Packet
ke —

photo 3.10 MCP Type Settings

3.1.8 Vol-Freg Tunning Settings

This page is used to configure voltage and frequence for SPL Loader file. And the configure
result will modify the SPL loader file. So if necessary, please backup this file before modify the

parameters. select “Vol-Freq Tunning” tab can enter Vol-Freq Tunning settings interface.

19



T . |
Download settings Lﬂ_:-?-]

tain Page ] Options ] Backup ] Flazh Operations ] Multi Languages ]
LCD Configure ] MCP Type Wol-Freq Tumning l Uart Part Switch ]

CLK C&Y CORE (100000000 - 2000000000)

DDR FREQ (100000000 - 300000000 |E1 4000000

CLK Ca¥ 2] [100000000 - 800000000) |400000000

CLE CAY GDE (10000000 - 400000000) | 200000000

CLK CAT AHE | 192M |
CLK CAT 4PB | Bt |
CLK PUB AHB | 153M |
CLK AON APB | 128M ]
DCDCARM (500 - 1500) 11000

DCOCCORE (600 -1500) 300

DCDCMEM (600 - 3000) o

DCOCGEN (600 - 4000) 2100

DEBUG 0 v 0x[3FFFFFFT

Thiz config will modify =pl file,

please backup thiz file first if necesszamyl

(1] I Cancel Packet

photo 3.11 Vol-Freq Tunning Settings 1
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[ Download settings . ﬁ1
M ain Page ] Optiohs ] Backup ] Flazh Operations ] Multi Languages ]
LCD Caonfigure l MCP Type Wal-Freq Turming l art Port Switch ]
[tem | I riik | Yalue | +
CLE_CORED MHz 1200
CLE_CORE4 MHz 1400
CLE_SCU MHz 1035
CLE_IDE MHz 933
DIDE_MODE 1]
DCDC_AEM mv 1100
ICDC_CORE m¥ 300 E
ICDC_MER m¥ 1]
ICDC_GEW mv 1]
LD0_MEM 1200
d_flazl 1]
d_flagl n]
d_flagz 1]
d_flag3 n]
CLE_ATE Lewel 5120
CLE_AFFERT Lewvel S1ZM
CTT ADAWT T ... oCcocn al
Thiz config will modity zpl file,
pleaze backup this file first if necessanl
ITl Cancel Packet

photo 3.12 Vol-Freq Tunning Settiing 2

3.1.9 Uart Port Switch Settings

This page is used to configure uart port info for UBOOTLoader file. And the configure result
will modify the UBOOTLoader file. So if necessary, please backup this file before modify the

parameters. select “Uart Port Switch” tab can enter Uart Port Switch settings interface.

21



3.2 Generate pac file

Download settings - - - - [
ManPage | Options | Backup |  FlashOperstions | MuliLanguages |
LCD Conhgwe | MCP Type | VolFieq Tuming Ulast Frost Swaitch
Pot [ abae I
Fortl pubep_wartl
Fortl ap_uart]
Fort2 tgdsp_uartd
Fort3 z=p_uartl
Fortd 1tedsp_nartl
Forts biwf_uartl
Forth gnss_nar il
Portd wilep weil
Portd BtwE wei?
Fortil ap_uartl
This config will modiy uboot file,
phease backup thes file first if necessany!
|
|
0K | cConcel | Packet |
e

photo 3.13 Uart Port Switch Settings

Click “Packet” button will show packet settings windows as below:
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-

Packet Setting

Product Mame:

Product Aliaz:

Product Y ersion: |

£3863a1h10

Saving Path: |
ak Cancel |
L
photo 3.14 Packet Settings
Item Descriptions

Product Alias

Used to set the product alias for the generated pac file

Product Version

Used to set the version information of the generated pac file.

Saving Path

Save the newly generated pac file

table 3.4 Packet Settings
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4 CmdDloader Application

4.1 OverView

CmdDloader is a Windows command line application, mainly used for command line
download in Windows environment. Support Windows 7 and above Windows operating system,
The application needs to be based on the download tool software. The entire download process is
actually the download tool in the background. The CmdDloader application is mainly responsible

for launching the download application, monitoring the download progress and results.

4.2 Operation Guide

4.2.1 Parameter format

Launch application in command line window, Command parameter format as below:

B BES: C\Windows\system32\cmd.exe

E:~SprdTools“Debug*Source “Douwnload*“Min“ResearchDouwnload*~Bin>CmdDloader.exe
Invalid arguments

CndDloader Usage
CmdDloader.exe <—pac file> [-port portnumber] [-ReadHU nufilel
e.g.CmdDloader.exe —pac d:-“test.pac —-port 5

photo 4.1 Parameter

CmdDloader.exe <-pac PacFile> [-port ComPort] [-C]

e.g. CmdDloader.exe -pac D:\SC7702_sc7701.pac -port 195
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@Note :

*  -pac PacFile : input pac file, e.g. —pac d:\test.pac
*  -port ComPort : input port number

*  -c:This command is optional. When this parameter is input, the CmdDloader application

will clear the download process before performing the download.

» If the port information is not specified, the application will automatically find a suitable
download port. The WaitDUTTimeout configuration item in CmdDloader.ini allows you to
set the timeout you want to look for a valid device. For 0, unlimited wait until a suitable

download port is found.

4.2.2 CmdDloader demo

4.2.2.1 Download pass

Output DownlLoad Passed in the command window indicates that the download is

successfully completed. The successful download example is as follows:

E:~SprdToolSpace~Debug Source Download*“Win“ResearchDownload Bin>*CndDloader.exe
pac D:SC?782_=cV701_128R16BBAR_32ME_384K_B3.pac —port 19%
: D:NECTPA2 _sc?P?P1_128M16BBAR_32MB_384K_B3.pac
Port = 195

] ]
B R ST Sl ST o oo 3o S 3o oo oo oS e e e e R BB BN |

Successfully connected to Dloader.

Loading pac file ...

Load PAC file successfully?

Detecting download device [COM195]1 ...
Waiting
Checking baudrate
Connecting
Dovnloading. .. {1688 >
Checking baudrate
Connecting
Change Baud
Dovnloading. .. 1688 >
Reading Flash <1688 >
Dovnloading... 188>
Dovnloading. .. 1688 >
Dovnloading... <1688 >
Dovnloading... 188>
Dovnloading. .. 1688 >
Dovnloading... <1688 >
Erasing flash
Dovnloading. .. 1688 >
Erasing flash

DowvnLoad Passed,.| Elapsed Times = 3ds

photo 4.2 CmdDloader download pass
4.2.2.2 Download fail

Download failure will display an error message that the download failed.
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b R B P P P B BN I BN I BB M 3B PSRN SR MR R M MMM B | |
(] [}

Pac @ D:~5C7702_sc?701_128X168BAR_32MB_384K_B3.pac

b R B P P P B BN I BN I BB M 3B PSRN SR MR R M MMM B | |
(] [}

Successfully connected to Dloader.

Loading pac file ...

Load PAC file successfully?

Detecting download device [COM1951 ...
Waiting

FDL Checking baudrate

FDL Connecting

FDL Douwnloading. .. 188x )
Checking baudrate
Connecting
Change Baud
Douwnloading. .. 188x )
Reading Flash 188x )
Douwnloading. .. 188x )
Douwnloading. .. 188x )
Douwnloading. .. 188x )

MHIRes Downloading... C18@:x>

[ERROR] DownLoad Failed: User cancel.| Elapsed Times = 18s

photo 4.3 CmdDloader download fail
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